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No.1585. Xiaolin Road. Cixi.Ningbo China                  

315321

www.degson.com

+86-574-63504333  

+86-574-63512345 

sale@degson.com

DEGSON

DEGSON is a professional industrial connector manufacturer that offers customized solutions to customers.

DEGSON ELECTRONICS CO.,LTD.



M F

M means charger plug, F means charger socket

A(H)A

Product quality grade and environmental protection mark

00 01-99

Product category 00A as general product 01-99A as extension product based on general product

xxM 5.5

"xxM" means the length of wire, such as 5.5M

YY 01 02 03 04

                                05 07 08 09

"YY" means color code: Gray 01; Blue 02; Black 03; Green 04; 

                                       Orange 05; Transparent 07; Yellow 08; White 09

V P VP VB

Interface type:  V : vehicle side    P : power supply side   

                         VP : both for vehicle and power supply   VB : both for vehicle and control box

250A 000

Current value: Such as 250A, if socket is empty, using 000 to mark here

S T

Transmission type: S--single phase T--triple phase

Voltage type: AC--alternating current DC--direct current CC-- alternating current and direct current

G E A J

Charger plug standard: G Chinese standard E European standard A American Standard J Japanese standard

EV Charger Code Rule

First Lab. authorized by UL&VDE in Asia

DEGSON UL1059 UL486E IEC60998 IEC61984 IEC60947 GB13140 GB14048 CSA C22.2 No.158 

Insulation resistance testerDigital withstanding voltage tester Vibration tester Drop tester

Salt spray testerMetallographic analyzer Pull out force tester
IP
 IP class tester

The lab  is eq uippe d with amoun ts of  adva nced test equi pmen ts wh ich can operate all tests for terminal blocks according to the stan dards of UL10 59,UL486E,IEC 60998,

IEC61984,IEC60947,GB13140,GB14048,CSAC22.2 No.158.

 Such as  

1. MGDC-S-250A-V-YY-5.5M-00A(H)

   250A 5.5M

1.Charger plug MGDC-S-250A-V-YY-5.5M-00A(H)

   It means: 250A charger plug vehicle side with DC single phase based on Chinese standard, 5.5M wire general product.

2. MGDCS250AVYY5.5M00AH

2. Part number of finished products only need to delete decimal point ( ) blank space . For example: MGDCS250AVYY5.5M00AH

   
DEGSON 1990

UL VDE

ISO9001 ISO14001 ISO80079-34

ISO/TS22163 IATF16949

DEGSON

100

DEGSON 29

DEGSON

Brief Introduction
Founded in 1990, DEGSON Electronics Co., Ltd. is one of the largest manufa ctu rer s 

of terminal blocks and industrial electrical connection products in Asia.As a h igh-tech 

enterprise, DEGSON owns the first UL and VDE authorized laboratory in Asia.DEGSON 

products have been approved by                                                 .The company has been granted 

ISO9001, ISO14001, ISO80079-34, ISO/TS22163 and IATF16949 management system 

certificates.

DEGSON products are very popular in China,Germany,UK,Italy,Spain,Poland,Russia, 

India,Turkey,Brazil,USA,Japan,Korea,South Africa,etc.totally more than 100 countries 

and areas. DEGSON provides excel lent products and service for the customers all over 

the world, especially in Industrial  Automation,  Instrument,  Elevator,  Electric Power, 

Rail Transport,  New Energy,  Lighting,  Telecommunication,  Power Supply,  Security, 

Ship-building and so on.

DEGSON fulfi l ls the sales network all over the world and sets up marketing centers in 

Germany and Shanghai,  China.  Pragmatic,  Sincerity,  Responsibility,  Innovation, 

Harmonious  Development,   Rule and Win-win.  In accordance with these spirits of 

enterprise  for  29  years,  DEGSON will keep  providing more speedy, comprehensive 

and professional local service to our customers.  



    GB/T DC Vehicle connector (CN)  GB/T AC EV Charger (CN)

01 02

2  

GB/T Mode 2 AC Vehicle connector eq uip s 

wit h mult ip le funct ions-such as charging 

con t ro l l , charg ing  s ta tus  su rve i l l ance ,

alarm ing, di spla y etc.convenient and safe 

charging is available for i ndiv idua l use rs.

rawing   Product characteristics  

Temperature Monitor,Safe Charging.

8A 13A 16A

AC 8A 13A 16A is optional.

Portable type,installment fre e,pl ug and  play,convenient charging 

by automatic reconnection.

Tight lock and misoperation prevention functi ons is availabe 

for charging interface.

A

61.8

51.0
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L1

L2

CP

N 

PE

L3

8
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251.0

B

B 1
0

5
.0

236.7

A

34.0

R

PORTABLE IN-CABLE CHARGING BOX

Measuring after straighten L=3000 defined by requirement

Measuring after straighten
500 defined by requirement

Chinese standard 16A three-wire plug

LED

Multicolor LED indication lights.

  The product definition

Standard
G B / T  2 0 2 3 4 . 2 - 2 0 1 5 G B / T  1 8 4 8 7 . 1 - 2 0 1 5

-----------------------------------------------------------------------------------------------------------------

Connection Manner
B

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

03-Black
-----------------------------------------------------------------------------------------------------------------

Cable color

  Ambient Condition

2000M

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

-----------------------------------------------------------------------------------------------------------------

Max  Altitude
-----------------------------------------------------------------------------------------------------------------

Ingress Protection

IP55

-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

TPU

+

Copper Alloy ,Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

Charging Mode
-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

03-

03-Black

IP55 (working condition)

 Mechanical Performance

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

<100N

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

  Electrical Parameter

8A 13A 16A

-----------------------------------------------------------------------------------------------------------------
Rated  Current

Rated  Voltage 220V  AC

-----------------------------------------------------------------------------------------------------------------

Power Pin Number
3(L, N, PE)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Number
2(CC,CP)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current
2A

-----------------------------------------------------------------------------------------------------------------

  Insulation Resistance
>5M   500V DC  1min

-----------------------------------------------------------------------------------------------------------------

Temperature Monitor
1*PT1000

-----------------------------------------------------------------------------------------------------------------

  Cable Configuration

Current

13A

-----------------------------------------------------------------------------------------------------------------
Cable Configuration

2 23x2.5mm +0.75mm

--
--

--
--

--
--

--
--

-

-----------------------------------------------------------------------------------------------------------------

1 2

-----------------------------------------------------------------------------------------------------------------
Withstanding Impact Force 

2

Charger can sustain fall from 1 meter height and crush by 2 tons vehicle

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0
MGAC-S-013A-VB-YY-X.XM-XXAH

--
--

--
--

--
--

--
--

-

Note: Cable length according to client request.

Specification

-----------------------------------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------------------------------
--

--
--

--
--

--
--

-

Current 

16A
32A
32A

Cable Configuration

2 23x2.5mm +2 x0.75mm
2 2 22x6mm +1x10mm +2 x0.75mm

   2 2 24x6 mm +1x10mm +2 x0.75mm

FGAC-S-016A-P-YY-X.XM-XXAH
FGAC-S-032A-P-YY-X.XM-XXAH
FGAC-T-032A-P-YY-X.XM-XXAH --

--
--

--
--

--
--

--
-

Specification

rawing 

  The product definition  Mechanical Performance

Standard
GB/T 20234.2-2015

-----------------------------------------------------------------------------------------------------------------

Connection Manner
B

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

03-Black
-----------------------------------------------------------------------------------------------------------------

  Ambient Condition

5000M

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage) -40 80

-----------------------------------------------------------------------------------------------------------------

Max  Altitude
-----------------------------------------------------------------------------------------------------------------

Ingress Protection

IP55 IP54

IP55 (working condition); IP54 ( )with protective cover
-----------------------------------------------------------------------------------------------------------------

  Major Material 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

Housing  Material

  Electrical Parameter

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

Charging Mode
3

-----------------------------------------------------------------------------------------------------------------

<100N

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

16A, 32A

-----------------------------------------------------------------------------------------------------------------

250V/ 440V

-----------------------------------------------------------------------------------------------------------------

Number of power Socket
3(L, N, PE)
5(L1, L2, L3, N,  PE)

-----------------------------------------------------------------------------------------------------------------

Signal  Pin Number
2(CC, CP)

Socket Material

+

Copper Alloy, Ag Plated 

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current 2A

-----------------------------------------------------------------------------------------------------------------

  Insulation Resistance
5M   500V DC  1min

-----------------------------------------------------------------------------------------------------------------

Temperature Monitor PT1000

-----------------------------------------------------------------------------------------------------------------

Electromagnetic Lock driven Voltage
DC   12V

-----------------------------------------------------------------------------------------------------------------

Electromagnetic Lock Power
9w

-----------------------------------------------------------------------------------------------------------------

Electromagnetic Lock Work Time 200ms

-----------------------------------------------------------------------------------------------------------------

Rated  Voltage

Rated  Current

UL94V-0

R e i n f o r c e d T h e r m o p l a s t i c , U L 9 4 V- 0

1
2

0
.8

53.2

141.0

13.0 8.6

4x7.0

60.0
76.0

L3 PE L2

7
6

.0

6
0

.0

N CP CC L1

  Product characteristics  

Modular Design, Fit For Front-Board Installment .

Temperature Monitor,More Safety Charging.

Excellent Protection Performance,Reliable Material.

IP

Power supply sockets of EV AC charger, guarantee 

more than ten thousands times plug and withdrawal,

with electronic lock and electronic lock test 

mechanism, mec hanic al unl ock mechanism for 

emergency temperature control device is optional,

dis tin ct fea tur e:withdraw  connector after 

finishing charging  and cover lid automatic 

cl os e to a chieve  IP protection function.



    GB/T AC power supply socket (CN) 2  GB/T Mode 2 AC Vehicle connector (CN) 

03 04

-----------------------------------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------------------------------
--

--
--

--
--

--
--

-

Current 

16A
32A
32A

Cable Configuration

 
3x2.5mm +1x0.75mm2 2

 3x6mm +1x0.75mm2 2

 5x6mm +1x0.75mm2 2

MGAC-S-016A-X-XX-X.XM-XXAH
MGAC-S-032A-X-XX-X.XM-XXAH
MGAC-T-032A-X-XX-X.XM-XXAH --

--
--

--
--

--
--

--
-

Specification

  
Vehicle Side: Electric Vehicle AC Charger , configuration 
of vehicles connector and customized cable. AC
Fast Charging for EV via GB/T Vehicle socket, 
installed in EV Charging Point. Vehicle Side+Power 
Supply Side Electric Vehicle AC Charger with 
port able  cable conf igura tion of vehicles connector 
and power supply plug. AC Fast Charging for EV 
via GB/T Vehicle socke t and Power Supply Socket.

  The product definition   Mechanical Performance

Standard
GB/T 20234.2-2015

-----------------------------------------------------------------------------------------------------------------

Connection Manner
B,C

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

01- 03-

01-Gray  03-Black  
-----------------------------------------------------------------------------------------------------------------

Cable color

B- O-

B-black  O-orange

  Ambient Condition

5000M

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

-----------------------------------------------------------------------------------------------------------------

Max  Altitude
-----------------------------------------------------------------------------------------------------------------

Ingress Protection

IP55 IP54

IP55 (working condition)   IP54 (with protective cover)
-----------------------------------------------------------------------------------------------------------------

1 2

Affordable 1 meter height fell or 2 ton car run over pressure
-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

TPU

+

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

  Electrical Parameter

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

Charging Mode
3

-----------------------------------------------------------------------------------------------------------------

<100N

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

Withstanding Impact Force 

Rated  Voltage

16A, 32A

-----------------------------------------------------------------------------------------------------------------
Rated  Current

250V/440V

-----------------------------------------------------------------------------------------------------------------

Power  Pin Number
3(L, N, PE)

-----------------------------------------------------------------------------------------------------------------

Signal  Pin Number
2(CC CP)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current
2A

-----------------------------------------------------------------------------------------------------------------

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------

5(L1, L2, L3, N, PE)

rawing   Product characteristics  

R
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236.8
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5

.0

7
1

.9

34.0

61.8

17.0
9.5

Excellent protection performance, reliable material.

Safe insulation design for plug to prevent accidental electric shock.

Temperature monitor function available to ensure a safer charging.

Attractive appearance, ergonomics handle design,comfortable handle feeling.

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0

rawing   Product characteristics  

2 3

EV-charger cabling are used in electric vehicle charging, 

suitable for Charging in  both mode 2 and mode 3.

SAE J1772-2017

EV-charger meets SAE J1772-2017 standard and has good 

interchangeability.

.

Concise and flowing appearance, comfortable handle, safe 

and convenient operation

AC

SAE J1772

AC EV

  
Vehicle Side Electric Vehicle AC Charger , 

conf igurat ion of  vehic les connector  

and customized cable.AC fast Charging 

for  EV v ia SAE J1772 Vehi cle socket, 

installed in EV Charging Point. 

  The product definition  Mechanical Performance

Standard
SAE J1772-2017

-----------------------------------------------------------------------------------------------------------------

Connection Manner
C

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

03-Black
-----------------------------------------------------------------------------------------------------------------

Cable color
03-
03-black 

  Ambient Condition

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

1 2

Affordable 1 meter height fell or 2 ton car run over pressure
-----------------------------------------------------------------------------------------------------------------

  Electrical Parameter

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

Charging Mode
2,3

-----------------------------------------------------------------------------------------------------------------

<75N

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

Withstanding Impact Force 

Rated  Voltage

16A, 32A,40A

-----------------------------------------------------------------------------------------------------------------
Rated  Current

120V/240V

-----------------------------------------------------------------------------------------------------------------

Power Pin Number
3(PE, L, N)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Number
2(CS, CP)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current
2A

-----------------------------------------------------------------------------------------------------------------

  Insulation Resistance
5M  , 500V DC  1min

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------------------------------
--

--
--

--
--

--
--

-

Current 

16A
32A
40A

Cable Configuration

UL62 EV 3x12AWG+1x18AWG
UL62 EV 3x10AWG+1x18AWG 
UL62 EV 3x8AWG+1x18AWG

MAAC-S-016A-V-YY-X.XM-XXAH
MAAC-S-032A-V-YY-X.XM-XXAH
MAAC-S-040A-V-YY-X.XM-XXAH

Note: Cable length according to client request.

--
--

--
--

--
--

--
--

-

-----------------------------------------------------------------------------------------------------------------

Ingress Protection
-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

+

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0

TPU 

Type 3S

Specification

PE

CP

L1

CS

L2/N

4
4

.0

1
0

1
.1

54.5

249.2

35.5

The measurement

43.8 0.2

10



 

rawing   Product characteristics  

2 3

EV-charger cabling are used in electric vehicle charging, 

suitable for Charging in both mode 2 and mode 3.

IEC62196.2-2014

EV-charger meets IEC62196.2-2014 standard and has good 

interchangeability.

.

Concise and flowing appearance, comfortable handle, safe 

and convenient operation

IEC 62196.2 -2014

Vehicle Side Electric Vehicle AC Charger, 

conf igurat ion of  vehic les connector  and 

customized cable. AC fast Charging for EV via 

IEC 62196.2 -2014 Vehicle socket, installed 

in EV Charging Point. 

Type2 AC Vehicle Connector (EU)

  The product definition

Standard
IEC 62196.2 -2016

-----------------------------------------------------------------------------------------------------------------

Connection Manner
C

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

 03-Black  
-----------------------------------------------------------------------------------------------------------------

Cable color

03-

03-black 

  Ambient Condition

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

1 2

Affordable 1 meter height fell or 2 ton car run over pressure
-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 times

Charging Mode
2,3

-----------------------------------------------------------------------------------------------------------------

<100N

-----------------------------------------------------------------------------------------------------------------

16A, 32A

-----------------------------------------------------------------------------------------------------------------

250V/440V

-----------------------------------------------------------------------------------------------------------------

3(L, N, PE)

-----------------------------------------------------------------------------------------------------------------

2(PP CP)

-----------------------------------------------------------------------------------------------------------------

2A

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

5(L1, L2, L3, N, PE)

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------
Cable Configuration

En50620 EV 3*2.5mm +1*0.75mm2 2

 
En50620 EV 3*6.0mm +1*0.75mm2 2  

 En50620 EV 5*2.5mm +1*0.75mm2 2

MEAC-S-016A-V1-YY-X.XM-XXAH
MEAC-S-032A-V1-YY-X.XM-XXAH
MEAC-T-016A-V1-YY-X.XM-XXAH

Note: Cable length according to client request.

-----------------------------------------------------------------------------------------------------------------
MEAC-T-032A-V1-YY-X.XM-XXAH En50620 EV 5*6.0mm +1*0.75mm2 2

--
--

--
--

--
--

--
--

-

Current

16A single phase
32A single phase
16A three phase

--
--

--
--

--
--

--
--

-

32A three phase

-----------------------------------------------------------------------------------------------------------------

Ingress Protection IP54
-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

+

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0

TPU

 Mechanical Performance

  Electrical Parameter

Insertion & Pullout Times

Insertion & Pullout Force

Withstanding Impact Force 

Rated  Voltage

Rated  Current

Power  Pin Number

Signal  Pin Number

Signal Pin Current

  Insulation Resistance
5M  , 500V DC  1min

-----------------------------------------------------------------------------------------------------------------

Specification

05 06

PP

L1

PECP

L2L3

N

243.8

7
9

.0

2
8

.7

70.0

L The Straighten Measurement

5
6

0
.2

63 0.234.5 0.2

TYPE 2

rawing 

IEC62196-2:2016

-----------------------------------------------------------------------------------------------------------------

B

-----------------------------------------------------------------------------------------------------------------

AC

-----------------------------------------------------------------------------------------------------------------

03-Black

-----------------------------------------------------------------------------------------------------------------

5000M

-30 50

-----------------------------------------------------------------------------------------------------------------

-40 80

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

IP54

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

>10000 times

3

-----------------------------------------------------------------------------------------------------------------

<100N

-----------------------------------------------------------------------------------------------------------------

16A, 32A

-----------------------------------------------------------------------------------------------------------------

250V/ 480V

-----------------------------------------------------------------------------------------------------------------

3(L, N, PE)
5(L1, L2, L3, N,  PE)

-----------------------------------------------------------------------------------------------------------------

2(CC, CP)

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

2A

-----------------------------------------------------------------------------------------------------------------

5M   500V DC 1min

-----------------------------------------------------------------------------------------------------------------

PT1000(Optiongal)

-----------------------------------------------------------------------------------------------------------------

DC   12V

-----------------------------------------------------------------------------------------------------------------

<2.4A

-----------------------------------------------------------------------------------------------------------------

40ms<t<200ms

-----------------------------------------------------------------------------------------------------------------

R e i n f o r c e d T h e r m o p l a s t i c , U L 9 4 V- 0

Product characteristics  

Modular Design, Fit For Front-Board Installment .

Temperature Monitor,More Safety Charging.

Excellent Protection Performance,Reliable Material.

Power supply sockets of EV AC charger, guarantee 

more than ten thousands times plug and withdrawal,

with Micro actuator and  Micro actuator test  

mechanism, mec hanic al unl ock mechanism for 

emergency temperature control device is optional,

dis tin ct fea tur e:withdraw  connector after 

finishing charging  and cover lid automatic 

cl os e to a chieve  IP protection function.

80
-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------
3x2.5mm +2x0.75mm2 2

 3x6mm +2x0.75mm2 2  
 5x2.5mm +2x0.75mm2 2

FEAC-S-016A-P-YY-X.XM-XXAH
FEAC-S-032A-P-YY-X.XM-XXAH
FEAC-T-016A-P-YY-X.XM-XXAH

-----------------------------------------------------------------------------------------------------------------
FEAC-T-032A-P-YY-X.XM-XXAH 5x6.0mm +2x0.75mm2 2

--
--

--
--

--
--

--
--

-

16A single phase
32A single phase
16A three phase

--
--

--
--

--
--

--
--

-

32A three phase

Micro actuator

(21.2) 56.6

PP

L1

L2L3

PE

N

CP

(1
2

7
.3

)

9
6

.5

100.0

  The product definition

Standard

Connection Manner

Current Type

Housing Color

Cable color

  Ambient Condition

Ambient Temperature (working) 

Ambient Temperature (storage)

Charging Mode

Ingress Protection

  Major Material 

Plug material

Housing  Material

  Cable Configuration

Cable ConfigurationCurrentSpecification

 Mechanical Performance

  Electrical Parameter

Insertion & Pullout Times

Insertion & Pullout Force

Number of power Socket

Signal  Pin Number

Signal Pin Current

  Insulation Resistance

Temperature Monitor

Rated  Voltage

Rated  Current

Micro actuator  driven Voltage

Current consumption

Micro actuator Work Time

Micro actuator rotation angle

Type 2 AC Socket-Outlet



  Product characteristics  

3

EV-charger cabl ing are used in electr ic vehicle charging, sui table 

for Charging in mode 3.

SAE J1772-2017 IEC 62196.2 -2014

 IEC 62196.2 -2014 EV-charger meets SAE J1772-2017 and standard 

and has good interchangeability.

.

Concise and f lowing appearance, comfortable handle, safe and 

convenient operation

rawing rawing 

IEC 62196.2 -2014

AC EV

SAEJ1772

-2017

IEC 62196.2 

-2014

Vehicle Side+Power Supply Side Electric 

Vehic le  AC Charger with  por tab le  cable

co nf ig ura tio n of the  vehicles connector and 

power supply plug AC fast Charging for EV 

via IEC 62196.2 -2014 Vehicle socke t and Power 

Supply Socket.

Type 1 AC Vehicle connector with Type 2 Power supply plug

  Product characteristics  

3

EV-charger cabl ing are used in electric vehicle charging, 

suitable for Charging in mode 3.

IEC 62196.2 -2014

IEC 62196.2 -2014 EV-charger meets standard and has good 

interchangeability.

.

Concise and flowing appearance, comfortable handle, safe 

and convenient operation

Vehicle Side+Power Supply Side Electric 

Vehicle AC Charger with portable cable

confi gurat ion of  the vehicles connector and 

power supply plug. AC fast Charging for EV 

via and IEC 62196.2-2014 

Vehicle socket and Power  Supply Socket.

SAE J1772-2017 

  The product definition  Mechanical Performance

Standard
IEC 62196-2:2016

-----------------------------------------------------------------------------------------------------------------

Connection Manner
B

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

 03-Black
-----------------------------------------------------------------------------------------------------------------

Cable color
03-
03-black

  Ambient Condition

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

1 2

Affordable 1 meter height fell or 2 ton car run over pressure
-----------------------------------------------------------------------------------------------------------------

  Electrical Parameter

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

Charging Mode
3

-----------------------------------------------------------------------------------------------------------------

<100N(P)    <75N(V)   

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

Withstanding Impact Force 

Rated  Voltage

16A, 32A

-----------------------------------------------------------------------------------------------------------------
Rated  Current

250V

-----------------------------------------------------------------------------------------------------------------

Power Pin Number
3(L, N,PE)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Number
2(PP, CP)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current
2A

-----------------------------------------------------------------------------------------------------------------

  Insulation Resistance
5M  , 500V DC   1min

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

  The product definition  Mechanical Performance

Standard
IEC 62196-2:2016

-----------------------------------------------------------------------------------------------------------------

Connection Manner
B

-----------------------------------------------------------------------------------------------------------------

Current Type
AC

-----------------------------------------------------------------------------------------------------------------

Housing Color

03-

 03-Black  
-----------------------------------------------------------------------------------------------------------------

Cable color

03-

03-black

  Ambient Condition

Ambient Temperature (working) 
-30 50

-----------------------------------------------------------------------------------------------------------------

Ambient Temperature (storage)
-40 80

1 2

Affordable 1 meter height fell or 2 ton car run over pressure
-----------------------------------------------------------------------------------------------------------------

  Electrical Parameter

-----------------------------------------------------------------------------------------------------------------

>10000 

>10000 timesInsertion & Pullout Times

Charging Mode
3

-----------------------------------------------------------------------------------------------------------------

<100N

-----------------------------------------------------------------------------------------------------------------
Insertion & Pullout Force

Withstanding Impact Force 

Rated  Voltage

16A, 32A

-----------------------------------------------------------------------------------------------------------------
Rated  Current

250V/440V

-----------------------------------------------------------------------------------------------------------------

Power  Pin Number
3(L, N, PE)

-----------------------------------------------------------------------------------------------------------------

Signal  Pin Number
2(PP CP)

-----------------------------------------------------------------------------------------------------------------

Signal Pin Current
2A

-----------------------------------------------------------------------------------------------------------------

5(L1, L2, L3, N, PE)

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------------------------------
--

--
--

--
--

--
--

-

Current

16A
32A

Cable Configuration

EV 3*2.5mm +1*0.75mm2 2

EV 3*6.0mm +1*0.75mm2 2
MHAC-S-016A-VP1-XX-X.XM-XXAH
MHAC-S-032A-VP1-XX-X.XM-XXAH

Note: Cable length according to client request.

--
--

--
--

--
--

--
--

-

-----------------------------------------------------------------------------------------------------------------

  Cable Configuration

-----------------------------------------------------------------------------------------------------------------

--
--

--
--

--
--

--
--

-

Current

16A single phase
32A single phase
16A three phase

Cable Configuration

PrEN50620 EV 3*2.5mm +1*0.75mm2 2

 
PrEN50620 EV 3*6.0mm +1*0.75mm2 2  

 PrEN50620 EV 5*2.5mm +1*0.75mm2 2

MEAC-S-016A-V1P1-YY-X.XM-XXAH
MEAC-S-032A-V1P1-YY-X.XM-XXAH
MEAC-T-016A-V1P1-YY-X.XM-XXAH

Note: Cable length according to client request.

--
--

--
--

--
--

--
--

-

-----------------------------------------------------------------------------------------------------------------
32A three phaseMEAC-T-032A-V1P1-YY-X.XM-XXAH PrEN50620 EV 5*6.0mm +1*0.75mm2 2

-----------------------------------------------------------------------------------------------------------------

Ingress Protection
IP54

-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

+

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0

TPU

  Insulation Resistance
5M  , 500V DC  1min

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

Ingress Protection
-----------------------------------------------------------------------------------------------------------------

  Major Material 

Plug material

Housing  Material

Cap  Material

Pin  Material

+

Copper Alloy, Ag Plated 

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------

UL94V-0

UL94V-0

Reinforced Thermoplast ic, UL94V-0

Reinforced Thermoplast ic, UL94V-0

TPU

IP54

Specification Specification

07 08

Type 2 AC Vehicle connector with Type 2 Power supply plug

TYPE 1TYPE 2

L1

CS
PE CP

L2/N

CPPP PE

NL1

D

60.0

4
4

.0

54.5

Vehicle Side

1
0

1
.1

249.2

The  measurement

2
3

.5

7
4

.0

supply side

4.8

253.9

44.5 0.2

4
4

.0
0

.2

51.0 ¡À0.2

43.8 ¡À0.2

TYPE 2TYPE 2

CPPP PE

NL3L2L1

PP

L1

PECP

L2L3

N

243.9253.9

7
9

.3 2
8

.7

60.0

70.0The measurement

7
4

.0

44.5 0.2

51.0 ¡À0.2

4
4

.0
¡

À
0

.2

34.5 0.2

63.0 ¡À0.2

5
6

.0
¡

À
0

.2
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Power supply socket   Certificate (1)

42.4

9
5

.5

58.0

6
1

.0

4- 5.0

58.0

6
1

.0

100.0

6
1

.0

58.0

4- 5.0
100.0

6
1

.0

58.074.5

9
8

.5

25
0.

0

FEAC-V-03-01AH

         

FEAC-V-03-02AH

         

7.50

38.50

9
7

.0

6
1

.0

58.0

4- 5.0

100.0

58.0

9
5

.5
0

4-4.50

6
1

.0

FAAC-V-03-01AH

         

72.56

250.0

4- 5.0
100.0

58.0

6
1

.0

4-4.50
6

1
.0

98.50

58.0

UL94V-0

FAAC-V-03-02AH

         UL94V-0

UL94V-0 UL94V-0

Inflammability class Inflammability class 

Inflammability class Inflammability class 

European Standard Power 
Supply Plug CB Certificate

European Standard Power 
Supply Plug  CE Certificate

European Standard Power 
Supply Plug TUV Certificate

European Standard 
Vehicle  CB Certificate 
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Certificate (2)  Certificate (3)

GB AC EV-Charger Mandatory 
Inspection Certificate

GB DC EV-Charger Mandatory 
Inspection Certificate

American Standard 
Vehicle  UL Certificate

American Standard 
Vehicle  UL Certificate

American Standard 
Vehicle  CE Certificate

European Standard 
Vehicle CE Certificate

American Standard 
Vehicle  CB Certificate

European Standard 
Vehicle  CB Certificate 
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