
 

 
 

PRODUCT BULLETIN 
 

ISSUE/DATE: April 10, 2008 BULLETIN NUMBER: AQ041008 

SUBJECT: SL-1 Single End Design PRODUCT LINE: Aquafine 

TOPIC:   SINGLE ENDED LAMP DESIGN FOR SL-1 PRODUCT 
 
 
OVERVIEW / DESCRIPTION 
 
Aquafine Corporation has qualified the use 
of single ended lamp configuration for the 
SL-1 product line.  
 
DETAILS 
 
The new single ended lamp configuration 
and related components will be offered on 
all new SL-1 equipment orders.  
 
Please note that the components used 
in the single ended lamp configuration 
are not direct replacements for units 
that utilize the double ended lamp 
configuration. 
 
Aquafine will continue to support equipment 
configured with double ended lamps and all 
applicable replacement parts. Contact your 
Sales or Customer Service Representative 
for more information.  
 
 
 
 
 
 
 
 
 

REVISION CHANGE 
 
Was: SL-1 configuration utilizing double 
ended lamp design and applicable 
components. 
 
Is: SL-1 configuration utilizing single ended 
lamp design and applicable components. 
 
WARRANTY 
 
Standard 12 Month Aquafine Warranty 
applies. 
 
 
ASSISTANCE 
 
If you require technical assistance or have 
any comments, please contact your 
Authorized Distributor or Customer Care 
Representative at Aquafine. 
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